
179 - IP677 CC wiring
Code: 997666-00

watertight box in nylon. Containing electromechanical
transformer and terminal block.

GENERAL INFORMATION

Article 179 - IP677 CC wiring

Code 997666-00

DIMENSIONS AND WEIGHT

Length (mm) 240 mm

Width (mm) 160 mm

Height (mm) 115 mm

Weight (Kg) 1.31 kg

ELECTRICAL CHARACTERISTICS AND CONTROLS

Voltage type AC/DC

Voltage (V) 230 V

Wiring name CLD

Insulation class Class I

Please contact the Consulting and Design Centre for any technical information. The reported luminous flux is the flux emitted by the light source with a tolerance of ± 10% compared to the indicated
value. The total wattage absorbed by the system will not exceed 10% of the reported value. Technical lighting data may be subject to changes and improvements due to the fast evolution of the
technology. Wednesday, February 21, 2024
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179 - IP677 CC wiring
Code: 997666-00 PHOTOMETRIC DATA

Power absorption (total) (W) 0 W

MECHANICAL CHARACTERISTICS

Impact resistance rating (IK) IK07

IP 67

Please contact the Consulting and Design Centre for any technical information. The reported luminous flux is the flux emitted by the light source with a tolerance of ± 10% compared to the indicated
value. The total wattage absorbed by the system will not exceed 10% of the reported value. Technical lighting data may be subject to changes and improvements due to the fast evolution of the
technology. Wednesday, February 21, 2024
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179 - IP677 CC wiring
Code: 997666-00

DOWNLOAD

DESIGNS

TechnicalDrawing acc 179 microfloor.dxf

MATERIALS AND COLOURS

Colour Black

STANDARDS AND COMPLIANCE

Markings and tests CE

WARRANTY

After sales warranty 3 yr

Please contact the Consulting and Design Centre for any technical information. The reported luminous flux is the flux emitted by the light source with a tolerance of ± 10% compared to the indicated
value. The total wattage absorbed by the system will not exceed 10% of the reported value. Technical lighting data may be subject to changes and improvements due to the fast evolution of the
technology. Wednesday, February 21, 2024
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https://azprodmedia.blob.core.windows.net/mediafiles/DT2D_acc_179_microfloor.dxf


179 - IP677 CC wiring

Code: 997666-00

1634 Microfloor LED

1872 Midifloor

1637 Starled LED - with eyelid shield

 

1650 Microfloor LED

1622 Starled - round

1638 Starled LED - cross

Please contact the Consulting and Design Centre for any technical information. The reported luminous flux is the flux emitted by the light source with a tolerance of ± 10% compared to the indicated
value. The total wattage absorbed by the system will not exceed 10% of the reported value. Technical lighting data may be subject to changes and improvements due to the fast evolution of the
technology. Wednesday, February 21, 2024
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